Conditions for N-2321-470-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.
16.
17.
18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature

of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall

achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201] -

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

- N-2321-470-2: Jan § 2010 8:20AM - AIYABEW



W2 San Joaquin Valley K17k
OB 11k poLLuTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-471-2 ' ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: 4 P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5850 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1251 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be relcased into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694,5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

) -

ID WARNER, Director of Permit Services

N-2321471-2: Jan 5 2010 8:26AM — AIYABEW . Joint Inspection NOT Required

Northern Regional Office » 4800 Enterprise Way » Modesto, CA 95356-8718 o (209) 557-6400 « Fax (209) 557-6475, ., .




Conditions for N-2321-471-2 (continued) : ‘ ' Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [Dlstrlct Rules 2201 and

- 4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenhelt or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

‘The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information

- shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.

[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wme storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201] '

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]



San Joaquin Valle % v
u AIR PULLUTIUNqCONTROLDISTRII:yT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-472-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: .5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1252 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR-WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with Dlstrlct Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsnble for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

Zm@/}f%

ER, Director of Permit Services

N-2321-472-2: J 10 8:30AM — AIYABEW : Joint Inspection NOT Required

Norther Regional Office « 4800 Enterprise Way » Modesto, CA 95356-8718 » (200) 557-6400 o Fax (209) 5576475, ,,..urv &



Conditions for N-2321-472-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694) The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070 2201 and 4694]

N-2321-472-2: Jan § 2010 8:30AM — AIYABEL



W% San Joaquin Valley BEw
(/O ——— | HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-473-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: . 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1253 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

//)/’5

{/BAVID WARKER, Director of Permit Services
N-2321-4732:

10 8:30AM — AIYABEN : Joint Inspection NOT Required

Northern Regional Office « 4800 Enterprise Way « Modesto, CA 95356-8718  (209) 557-6400 « Fax (209) 557-6475,,. . uee. g



Conditions for N-2321-473-2 (continued) : Page 2 of 2

7.

10.

11.

12.

13.

14.

15.
16.
17.
18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the

- volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-473-2: Jan § 2010 8:30AM — AIYABEL



W San Joaquin Valley 74 “.
&k PoLLUTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-474-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: - 5950 E WOODBRIDGE ROAD

ACAMPOQO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1254 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be rclcascd into the atmosphere which causcs a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 [b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1}

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

=

ID ER, Director of Permit Services

74-2: J: 2010 8:30AM — AIYABEW : Jaint Inspection NOT Required

Northern Regional Office e 4800 Enterprise Way ¢ Modesto, CA 95356-8718 e (209) 557-6400 e Fax (209) 557-6475,,, . consetpaper. S



Conditions for N-2321-474-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1] '

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2] _

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operatlons at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]



San Joaquin Valle | 2 '
u AIR PI]lI.llTI[INqEDNTR[ILI]ISTRIcyT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-475-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: . 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1255 WITH PRESSURE/NACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

() —>

AMID NER, Director of Permit Services

N-2321-475-2: 52010 8:30AM - AIYABEI : Joint Inspection NOT Required

Northern Regional Office ¢ 4800 Enterprise Way ¢ Modesto, CA 95356-8718 « (209) 557-6400 « Fax (209) 657

-647§rimed on cecycled paper. o



Conditions for N-2321-475-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information

- shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.

[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 1b. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Sepérate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-475-2 : Jan § 2010 8:30AM — AIYABEN



San Joaquin Valle K ¥k o
a AIR PULl.lIl'I[quCﬂNTR[ILDISTRI[:yT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-476-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: . 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1256 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 .4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

! IDW. ER, Director of Permit Services

N-2321-476-2; Jan 10 8:30AM -- AIYABEW : Joint inspection NOT Required

Northern Regional Office ¢ 4800 Enterprise Way e Modesto, CA 95356-8718 « (209) 557-6400 e Fax (209) 557-6475,ie ycutoum. &




Conditions for N-2321-476-2 (continued) Page 2 of 2

7.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall

. achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2] :

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 1b. [District Rule 2201] '

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-476-2: Jan § 2010 8:30AM — AIYABEIS



San Joaquin Valle AL
E AIR PULLlITIl]NqBUNTR[lLDISTRI[X | HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-477-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: - 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1257 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1.  This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 .4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall bc rclcascd into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) §57-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Poliution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/)//’é

ID WARNER, Director of Permit Services

N-2321-477-2: Jan 5 2010 8:30AM — AIYABEL) : Joint Inspaction NOT Required

Northern Regional Office e 4800 Enterprise Way ¢ Modesto, CA 95356-8718 « (209) 557-6400 o Fax (209) 557-6479, i crcesome. &4




‘Conditions for N-2321-477-2 (continued) ' Page 2 of 2

7.

10.

11

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When .this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptyiﬁg operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201] '

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

-Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on

values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-477-2: Jan 5 2010 8:30AM — AIYABEIS
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-478-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 53850 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1258 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201}

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Poliution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelied two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

) _—

W ER, Director of Permit Services

N-2321-478-2 : Jan 10 8:30AM - AIYABEW : Joint inspection NOT Required

Northern Regional Office e 4800 Enterprise Way e Modesto, CA 95356-8718 o (209) 557-6400 ¢ Fax (209) 657-6478_ . . csvum. o




Conditions for N-2321-478-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.
16.
17.
18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] ’

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank ihroughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintai_ned. [District Rules 1070 and 2201] .

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]



San Joaquin Valle
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-479-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1259 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Controt District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

Z)A—WD W Director of Permit Services
N-2321-479-2: Jan 5 8:30AM — AIYABEW : Joint inspection NOT Required

Northern Regional Office ¢ 4800 Enterprise Way * Modesto, CA 95356-8718 « (209) 557-6400 « Fax (209) 557-6479, 1 o ecyisot o o




Conditions for N-2321-479-2 (continued) ‘ Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694,5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201] '

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694] '

N-2321478-2: Jan 52010 8:30AM — AIYABEW
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-480-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
.LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1260 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]
5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees

Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/) -
D WAR , Director of Permit Services

N-2321-480-2 ; Jan 10 8:30AM ~ AIYABEN : Joint Inspection NOT Required

Northern Regional Office e 4800 Enterprise Way ¢ Modesto, CA 95356-8718 e (209) 557-6400 e Fax (209) 557-647%,

rinted on recycled paper. a




Conditions for N-2321-480-2 (continued) ‘ Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. ‘[District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.

. [District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

“Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total

annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201] :

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

. N-2321-480-2:Jan § 2010 B8:30AM - AIYABEW
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-481-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: ‘P OBOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,5564 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1261 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

VID WRARNER, Director of Permit Services

4812 ; Jai 10 8:30AM - AIYABEN : Joint Inspection NOT Required

%/7/%
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Conditions for N-2321-481-2 (continued) , Page 2 of 2

7.

10.

11,

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

. Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput

and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-481-2: Jan § 2010 8:30AM — AIYABEIJ
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-482-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260 .
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1262 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

=

1D WABNER, Director of Permit Services

-2: Jan § 2010 8:30AM — AIYABEW : Joint inspection NOT Required

Northern Regional Office e 4800 Enterprise Way « Modesto, CA 95356-8718 « (209) 557-6400 ¢ Fax (209) 557'647§mmmm. o



Conditions for N-2321-482-2 (continued) _ ' - Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

8.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and

| 4694,5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

* shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.

[District Rules 2201 and 4694, 5.2.2]
The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201] -

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-483-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY '
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1263 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
‘Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be rclcascd into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

R
\VID W. RN irector of Perfrit-Services

N-2321.483-2: Jan 30AM AIYABEW : Joint inspection NOT Required

Northern Regional Office e 4800 Enterprise Way ¢ Modesto, CA 95356-8718 « (209) 557-6400 « Fax (208) 557-647%,

inted on recycled paper. %



Conditions for N-2321-483-2 (continued) Page 2 of 2

7.

10.

11

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with.the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1} ' :

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emisstons from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 1Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]



M2 San Joaquin Valley K 12
O /& PoLLUTION CONTROL DISTRIGT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-484-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION: ,

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1264 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

] =

AVID WARNER, Director of Permit Services

N-2321-484-2: Jan 5 2010 8:30AM — AIYABEW : Jaint inspection NOT Required

Northern Regional Office » 4800 Enterprise Way ¢ Modesto, CA 95356-8718 « (209) 557-6400 « Fax (209) 557-647§_ N o




Conditions for N-2321-484-2 (continued) , Page 2 of 2

7.

10.

11.

12.

13.

14.

15.
16.
17.
18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] :

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-484-2: Jan 5 2010 8:30AM — AIYABEN
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z AIR PULLUTIﬂNqCﬂNTRl]LDISTRI[:yT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-485-2  ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION: A

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1265 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 lb/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenbheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1] :

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemmine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

ZUAVID WARNER, Director of Permit Services
N-2

321-485-2 : Jan 52010 8:30AM —~ AIYABEW : Joint Inspection NOT Required

Northern Regional Office « 4800 Enterprise Way s Modesto, CA 95356-8718 e (209) 557-6400 « Fax (209) 557-6475,.__ A



Conditions for N-2321-485-2 (continued) '~ Page2of2

7.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

- When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight

condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] c

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shail
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-485-2 : Jan § 2010 8:30AM — AIYASEIS
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-486-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1266 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuantto Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

ZDNZID WAR , Director of Permit Services

N-2321-486-2 ; Jan 8:30AM — AIYABEIS : Joint Inspection NOT Raquired

Northern Regional Office « 4800 Enterprise Way e Modesto, CA 95356-8718 e (209) 557-6400 « Fax (209) 55784791 o eyt s a



Conditions for N-2321-486-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.
16.
17.
18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201] '

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201] .

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-4868-2 : Jan 52010 6:30AM — AIYABEL)
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-487-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1267 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2.  Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

1.0]) —=

/7 DAVID WARNER, Director of Permit Services

N-2321-487-2: Jan § 2010 8:30AM — AIYABEIJ : Joint Inspection NOT Required

Northern Regional Office 4800 Enterprise Way  Modesto, CA 95356-8718 e (209) 557-6400 « Fax (209) 957-6478,, ot meyctes e a




Conditions for N-2321-487-2 (continued) Page 2 of 2

7.

10.

11.

12

13.

14.

15.
16.
17.
18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[Dlstrlct Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201] '

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-487-2 : Jan S 2010 8:30AM ~ AIYABEL
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-488-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1268 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and .
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION iS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/) ' <
VID WARNER, Director of Permit Services
23
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Conditions for N-2321-488-2 (continued) : -Page2o0f2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieéve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201] ‘

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-489-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260

WOODBRIDGE, CA 95258

LOCATION: 5950 E WOODBRIDGE ROAD
: ACAMPO, CA 85220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,654 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1269 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be relcased into the atmospherc which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that'the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced. pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

Z&VID WRARNER, Director of Permit Services

-2321-489-2 : Jarks 2 8:31AM —~ AIYABEN : Jaird Inspection NOT Requited
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Conditions for N-2321-489-2 (continued) ' Page 2 of 2

7.

10.

11.

12.

13.

14.

15.
16.
17.
18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operatiohs,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District mspectlon upon
request. [District Rules 1070, 2201 and 4694]

N-2321-489-2: Jan 5 2010 B:31AM — AIYABEI}
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-490-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1270 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2.  Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall bc relcased into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1] '

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/ﬂ/‘?ﬁ

/ﬁVID ABNER, Director of Permit Services

N-2321-490-2: qn 0 8:31AM — AIYABEW : Joint Inspaction NOT Required
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Conditions for N-2321-490-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] :

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual

~ White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201] '

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-480-2 : Jan 5 2010 8:31AM — AIYABEW
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-491-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1271 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

ZBA*/ID WARNER, Director of Permit Services

N-2321-491-2: Jan 5 2010 8:31AM — AIYABEN : Joint Inspection NOT Required

Northern Regional Office ¢ 4800 Enterprise Way ¢ Modesto, CA 95356-8718  (209) 557-6400 o Fax (209) 557-647§_
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Condit_ions for N-2321-491-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature

" of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall

achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201}

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201] '

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-481-2: Jan § 2010 8:31AM — AIVABEIJ
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-492-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260

WOODBRIDGE, CA 95258

LOCATION: 5950 E WOODBRIDGE ROAD
: ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1272 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201] '

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1] '

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

1 L) =

' AQAVID WARNER, Director of Permit Services

N-2321-492-2: Jan 5 2010 8:31AM - AIYABEL : Joint Inspection NOT Required
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Conditions for N-2321-492-2 (continued) _ ' Page 2 of 2

7.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694] '

N-2321-492-2: Jan 5 2010 8:31AM — AIYABEIS
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-493-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 6950 E WOODBRIDGE ROAD

ACAMPQO, CA 95220

EQUIPMENT DESCRIPTION: :

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1273 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
‘Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

et

ID WARNER, Director of Permit Services

321-493-2 : Ji 2010 8:31AM - AIYABEY : Joint Inspection NOT Required

“Northern Regional Office « 4800 Enterprise Way  Modesto, CA 95356-8718 o (209) 557-6400 e Fax (209) 557-6475,,, 0. wcrietpuer. o



Conditions for N-2321-493-2 (continued) , Page 2 of 2

7.

10.

11.

12,

13.

14,

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature

. of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall

achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1] ‘

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-483-2  Jan 5 2010 8:31AM — AIYABEW
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-494-2 ‘ ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1274 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

A —.

D WARNER, Director of Permit Services
N-2321-484-2: Jan 5 2010 8:31AM — ASYABEIJ : Joint Inspection NOT Required

Northern Regional Office e 4800 Enterprise Way e Modesto, CA 95356-8718 e (209) 557-6400 o Fax (209) 557-6475, ., mepietser. o



Conditions for N-2321-494-2 (continued) A Page 2 of 2

7.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

- For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total

gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1}]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201] ‘

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-494-2 : Jan 5 2010 8:31AM — AIYABEW)
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-495-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY A
MAILING ADDRESS: P O BOX 1260 ’

WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1275 WITH PRESSURENACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

- 1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2.  Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694,5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE -DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

)

D WA R, Director of Permit Services

N-2321-495-2: J. 10 8:31AM — AIYABEN : Joint Inspection NOT Required

Northern Regional Office « 4800 Enterprise Way ¢ Modesto, CA 85356-8718 e (209) 657-6400 « Fax (209) 557-6475, mrmrdetone.




Conditions for N-2321-495-2 (continued) o Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 lb. [District Rule 2201]

Total annual VOC emissions frorh wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB) U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-495-2: Jan 5 2010 6:31AM — AIYABEW
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-496-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260

WOODBRIDGE, CA 95258

LOCATION: 5950 E WOODBRIDGE ROAD
: ACAMPO, CA 95220

EQUIPMENT DESCRIPTION: :
MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1276 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

ER, Director of Permit Services

N-2321-496-2 : {an 5 2010 B:31AM - AIYABEL) : Joint inspection NOT Required

ZMDA e

Northern Regional Office » 4800 Enterprise Way o Modesto, CA 95356-8718 « (209) 557-6400 e Fax (209) 557-6478, o ecriston. o



Conditions for N-2321-496-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14..

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methdds and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-496-2 : Jan 5 2010 8:31AM — AIYABEW
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-497-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPQ, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1277 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2.  Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless conistruction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

g
AVID R, Dlrector of Permit Services

N-2321-497-2: Jai 2010 831AM AIYABEWN .: Joint inspection NOT Required

Northern Regional Office « 4800 Enterprise Way ¢ Modesto, CA 95356-8718  (209) 557-6400 » Fax (209) 557-6475,

inted on recycled papes. o



Conditions for N-2321-497-2 (continued) ' ' Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.

" [District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201}

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-497-2: Jan § 2010 8:31AM — AIYABEW



San Joaquin Valle L7 4
u AIR POLLUTIONqCONTRUL msmu:yr HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-498-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260

WOODBRIDGE, CA 95258

LOCATION: 5950 E WOODBRIDGE ROAD
. ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS ST I'EEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1278 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

P B ——

Y/ DAVID ER, Director of Permit Services

N-2321.488.2: 010 8:31AM — AIYABEW : Joint Inspection NOT Roquired

Northern Regional Office e 4800 Enterprise Way ¢ Modesto, CA 95356-8718 e (209) 557-6400 « Fax (209) 557-6473uummcetsne. &



Conditions for N-2321-498-2 (continued) _ : Page 2 of 2

7.

10.

1.

12.

13.

14.

15.
16.
17.
18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] :

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees ' Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.

[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 lb-VQC/ 1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321.488-2 : Jan 5 2010 8:31AM - AIYABELS



W2 San Joaquin Valley K 17ha
A ;. poLLuTiON CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-499-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260

WOODBRIDGE, CA 95258

LOCATION: 5950 E WOODBRIDGE ROAD
‘ ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1279 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

e <

A_DAVID WARNER, Director of Permit Services

N-2321-489-2: 4 2010 8:31AM -- AIYABEI! : Joint Inspection NOT Required

Northern Regional Office o 4800 Enterprise Way o Modesto, CA 95356-8718 o (209) 557-6400 s Fax (209) 557-6478,.0cruipee. g




Conditions for N-2321-499-2 (continued) Page 2 of 2

7.

10.

- 11,

12.

13.

14,

1s.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694)

N-2321-499-2 Jan § 2010 8:31AM - AIYABELS



W San Joaquin Valley L 172L 4 m
O ;:x poLLuTion conTroL isTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-500-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY '
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: - 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,5654 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1280 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2.  Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 .4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to detemmine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

() =

Z\QAVID ER, Director of Permit Services -

N-2321-600-2: Ji 2010 8:31AM -- AIYABELS : Joind inspection NOT Required

Northern Regional Office « 4800 Enterprise Way ¢ Modesto, CA 95356-8718 « (209) 557-6400 « Fax (209) 557-6479,, . o recyeet paper. S



Conditions for N-2321-500-2 (continued) . Page 2 of 2

7.

10.

11.

12.

13.

14,

15.

16.

17.

18.
- values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be

19.

When this tank is used for wine storage, the pressure-vacuuni relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694,5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2] '

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201}

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on

maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

¥-2321-500-2: Jan 5 2010 B:31AM ~ AIYABEW



A San Joaguin Valley e
& .k poLLuTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-501-2 ISSUANCE DATE: 01/04/2010

LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260

WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1281 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to.Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

7/}/’6

VI.D RNER, Director of Permit Services

N-2321-601-2: Jan 8:38AM — AIYABELS : Joint inspection NOT Required

Northern Regional Office s 4800 Enterprise Way  Modesto, CA 95356-8718 e (209) 557-6400 o Fax (209) 557-647§_, ... o




Conditions for N-2321-501-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-501-2: Jan § 2010 6:38AM — AIYABEL



@2 San Joaquin Valley klzhe
& ;& poLLuTION CONTROL DISTRIGT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-502-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1282 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1] '

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

%[?/@

AVID WARKER, Director of Permit Services

N-2321-502-2 : J8n 5 2610 8:3BAM — AIYABEI : Joint Inspection NOT Required

Northern Regional Office e 4800 Enterprise Way ¢ Modesto, CA 95356-8718 « (209) 557-6400 « Fax (209) 557'6475.“.«”.“. etrme. &




Conditions for N-2321-502-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1] '

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shaII not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 Ib-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-502-2: Jan § 2010 &38AM - AIYABEW



W% San Joaquin Valley aEw
A PoLLuTioN CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-503-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: - 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1283 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1] ,

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) §57-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE wili be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

Zﬁ?\VID W, R Director of Permit Services

N-2321-503-2 : Jan 10 BSBAM AIYABEM : Joirt inspection NOT Required

Northern Regional Office e 4800 Enterprise Way ¢ Modesto, CA 95356-8718 o (209) 557-6400 ¢ Fax (209) 557-647 Gines onrecroid paper. o




Conditions for N-2321-503-2 (continued) Page 2 of 2

7.

10.

1.

12.

13.
14.
15.
16.
17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storagé tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the '
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 1b. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the followihg formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-503-2 : Jan § 2010 8:38AM - AIYABEL



W% San Joaquin Valley K17l
& 1k roLLurion controL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-504-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260

WOODBRIDGE, CA 95258

LOCATION: 5950 E WOODBRIDGE ROAD
: ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1284 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 .4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694,5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a.PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
" approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

WARNER, Director of Permit Services
-2321-504-2 : Jon 4201)/8:38AM — AIYABEIWJ : Joint Inspection NOT Required

Northern Regional Office « 4800 Enterprise Way  Modesto, CA 95356-8718 » (209) 657-6400 « Fax (209) 557-6479,

ted on recycled paper. Q



Conditions for N-2321-504-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to OQperate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-504-2 : Jan § 2010 8:38AM - AIYABEIJ



W% San Joaquin Valley BEw
A /& poLLUTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-505-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1285 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400- WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED 8Y THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsnble for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/“’_7§

ID ER, Director of Permit Services

N-2321-505-2: J 1o B:JBAM —~AIYABEW : Jeint Inspection NOT Required

Northern Regional Office = 4800 Enterprise Way « Modesto, CA 95356-8718 o (209) 557-6400 « Fax (209) 557-647%, . wcxetoes
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Conditions for N-2321-505-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2] ' ‘

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of

~each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N.2321-505-2 : Jan 5 2010 8:38AM — AIYABEW



San Joaquin Valle 8 7"
i" AIR PﬂLLUTION[!:ONTROLDISTm[x HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-506-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62,554 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1286 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

'5.  The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

%‘M&D WR. Director of Permit Services
N-2321-506-2 : Ja 10 8:38AM — AIYABEN : Joint Inspection NOT Required

Northern Regional Office 4800 Enterprise Way e Modesto, CA 95356-8718 e (209) 557-6400 e Fax (209) 557-6479,.., . wrcessme.
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Conditions for N-2321-506-2 (continued) _ Page 2 of 2

7.

10.
~ maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2] :

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed -
1,167,178 lb. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-506-2 ; Jan § 2010 8:36AM — AIYABEWS



W2 San Joaquin Valley K17hg
A & roLLunioN ConTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-507-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY

MAILING ADDRESS: P O BOX 1260

: WOODBRIDGE, CA 95258

LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 216,830 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1301 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
~ 4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenbheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation, [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

1D WARNER, Director of Permit Services

<2 : 8y 5 20106:38AM —~ AIYABEW} : Join! inspection NOT Required
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Conditions for N-2321-507-2 (continued) : Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694,52.1]1

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

‘When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine

contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be-maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201] :

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-507-2: Jan § 2010 8:38AM — AIYASEW



W% San Joaquin Valley BEW
A & poLLuTioN CoNTROL DISTRIGT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-508-2 ISSUANCE DATE: 01/04/2010 '
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
‘ WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 216,830 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1302 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694,5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

. P

/

Z?A\\ao WARNER, Director of Permit Services
2321-508-2 : Jan 8:38AM — AIYABEL : Joint Inspection NOT Required

Northern Regional Office 4800 Enterprise Way ¢ Modesto, CA 95356-8718 e (209) 557-6400  Fax (209) 557-6475_ . o



Conditions for N-2321-508-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14,

15.
16.
17.
18.

-19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201] '

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201] '

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-508-2 : Jan 52010 8:38AM — AIYABELS
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-509-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: ' P O BOX 1260

WOODBRIDGE, CA 95258

LOCATION: 5950 E WOODBRIDGE ROAD
: ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 216,830 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1303 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]

4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

5. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1] '

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of ail other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/ -
/Q,QVID W R, Director of Permit Services

N-2321-509-2 : Jan 5 2010 8:38AM - AIYABELS : Joint Inspection NOT Required

Northern Regional Office e 4800 Enterprise Way ¢ Modesto, CA 95356-8718  (209) 557-6400 « Fax (209) 557-6475_
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Conditions for N-2321-509-2 (continued) _ - Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and

shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.

[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321.509-2 : Jan 5 2010 8:38AM — AIYABEW



W% San Joaquin Valley 17
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-510-2 : ISSUANCE DATE: 01/04/2010

LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260

WOODBRIDGE, CA 95258
LOCATION: 5850 E WOODBRIDGE ROAD

ACAMPOQO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 216,830 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1304 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with alt
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/Zm/)'a

1D WABNER, Director of Permit Services

N-2321-510-2: Ja! 010 8:38AM — AIYABEN : Joint Inspection NOT Required ",

Northern Regional Office ¢ 4800 Enterprise Way ¢ Modesto, CA 95356-8718 e (209) 557-6400 » Fax (209) 557-6479
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Conditions for N-2321-510-2 (continued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

“Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed

1,167,178 1b. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-510-2: Jan 5 2010 8:39AM — AIYABELS
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-511-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 216,830 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1305 WITH PRESSURE/NVACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit '

2.  Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendmient in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/) 7>
VID YVARNMNER, Director of Permit Services
N-2321-511.2 JJan 5 0 8:39AM - AIYABEW : Joint Inspection NOT Required
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Conditions for N-2321-511-2 (continued) Page 2 of 2

7.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2] '

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 Ib. [District Rule 2201]

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 1b-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-511-2: Jan 5 2010 8:39AM —~ AIYABEN
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-512-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 216,830 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1306 WITH PRESSURE/VACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 Ib/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the

manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
‘all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

(] ——

VID ER, Director of Permit Services

N-2327512-2 ; J; 5 10 GBSAM AIYASEW : Joint Inspection NOT Required

Northern Regional Office « 4800 Enterprise Way e Modesto, CA 95356-8718 « (209) 557-6400 « Fax (209) 557-647§_, ctom ekt




Conditions for N-2321-512-2 (contihued) Page 2 of 2

7.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and
4694, 5.2.1]

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The temperature
of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the operator shall
achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing fermentation, and
shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or less was achieved.
[District Rules 2201 and 4694, 5.2.2]

The ethanol content of wine stored in this tank shall not exceed 20 percent by volume. [District Rule 2201]

When this tank is used for wine storage, the daily tank throughput, in gallons, shall not exceed four times the
maximum nominal tank capacity stated in the equipment description. [District Rule 2201]

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total
gallons of must fermented, the average fermentation temperature and uncontrolled fermentation emissions and
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine.
[District Rule 4694, 6.4.1]

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.2]

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations,
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the
volume of wine transferred, shall be maintained. [District Rules 1070 and 2201]

Total annual VOC emissions from all wine fermentation and wine storage operations at this facility shall not exceed
1,167,178 1b. [District Rule 2201]

Total annual VOC emissions from wine fermentatibn operations shall be determined by the following formula: Total
annual VOC emissions = (Total Annual Red Wine Production - gallons) x (6.2 1b-VOC/1000 gallons) + (Total Annual
White Wine Production - gallons) x (2.5 Ib-VOC/1000 gallons). [District Rule 2201]

Total annual VOC emissions from wine storage operations may be determined using the total annual wine throughput
and a single storage emissions factor based on the average ethanol content of the annual wine throughput; or using the
throughputs for different batches of wine and batch-specific storage emissions factors based on the ethanol content of
each batch. [District Rule 2201]

Records of total annual fermentation and total annual storage emissions, including calculation methods and parameters
used, shall be maintained. [District Rule 1070 and 2201]

Separate annual records of total red wine and total white wine produced by fermentation at this facility, based on
values reported to the Alcohol and Tobacco Tax and Trade Bureau (TTB), U.S. Department of the Treasury, shall be
maintained. [District Rules 1070 and 2201]

All records shall be retained on-site for a period of at least five years and made available for District inspection upon
request. [District Rules 1070, 2201 and 4694]

N-2321-512-2 ; Jan § 2010 8:30AM - AIYABEIJ
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AUTHORITY TO CONSTRUCT

PERMIT NO: N-2321-513-2 ISSUANCE DATE: 01/04/2010
LEGAL OWNER OR OPERATOR: RME INC - WOODBRIDGE WINERY
MAILING ADDRESS: P O BOX 1260
WOODBRIDGE, CA 95258
LOCATION: 5950 E WOODBRIDGE ROAD

ACAMPO, CA 95220

EQUIPMENT DESCRIPTION:

MODIFICATION OF 216,830 GALLON STAINLESS STEEL ENCLOSED TOP RED AND WHITE WINE FERMENTATION
AND WINE STORAGE TANK 1307 WITH PRESSURE/NACUUM VALVE AND INSULATION OR EQUIVALENT: ADD
SPECIFIC LIMITING CONDITION FOR WINE PRODUCTION OPERATIONS.

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District NSR Rule] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4102]
4. The daily VOC emissions rate for fermentation shall not exceed 3.46 1b/1000 gallons. [District Rule 2201]

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 degrees
Fahrenheit, calculated as the average of all temperature measurements for the batch taken at least every 12 hours over
the course of the fermentation. [District Rule 2201]

6. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and
4694, 5.2.1]

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (209) 557-6400 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

1l

ER, Director of Permit Services

N-2321-513-2: Jan 5 2010 8:39AM — AIYABEIJ : Joint inspection NOT Required
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